
French manufacturer
www.kimo.fr

GH 500
Hygrometry bench

the hygrometry generator allows the adjustment and calibration of 
measuring instruments in laboratory or on-site.

DesigneD for professionnals of metrology

Calibration of several instruments 
simultaneously

Solid transport case

Aluminium frame

Muli-probe ventilated measuring
chamber

Portable instrument

Interchangeable regulating probe

User-friendly

Technical Data Sheet
Pressure / Temperature / Humidity / Air velocity / Airflow / Sound level

NEW



main technical features 

K38 display 4 red digits, height : 12 mm

 3-led bargraph

cPe 310 display Electroluminescent alaphanumeric  

 Protection screen made of inactinic red PMMA

Power supply 110-230 Vac ±10% / 50-60 Hz

Protection 1 A time delay fuse

consumption 19 W

operating temperature From 18 to +25° C (as stable as possible)

storage temperature From -10 to + 70° C

environment Air, non-aggressive gases, non-corrosive gases

weight 9 kg

conformity EMC 2004/108/CE and NF EN 61010-1 directives

instrument to connect to earth protection

technical features in measurement and in hygrometry generation

GH 500

measuring range From 5 to 95%RH and from -20 to +80 °C

accuracy*in measurement Hygrometry :

  - Accuracy** (Repeatability, linearity, hysteresis) :  

 ±1.5%RH (from 15°C to 25°C)

 - Factory calibration uncertainty : ±0.88 %RH

 - Drift linked to temperature : ±0.04 x (T-20) %RH  

 (if T<15°C or T>25°C)

generation range From 10 to 85%RH

gh 500 is supplied with :

- 1x Pg29 cable gland

- 1x Pg21 cable gland

- 1x Pg16 cable gland

- 1x Pg29-Pg21 reducer

- 1x Pg29-Pg16 reducer

- 7x plug sets

- 1x bottle of demineralised 
water of 250 ml

- 1x bottle of silica gel of 250 g

- user manual

- 1x power supply

warranty
instruments have 1-year 
guarantee for any manufacturing 
defect (return to our after-sales 
service required for appraisal).

features

*All accuracies indicated in this document were stated in laboratory conditions and can be guaranteed for measurements carried out in the same conditions, or carried out with calibration compensation.
As per NFX 15-113 and the Charter 2000/2001 HYGROMETERS, GAL (Guaranteed Accuracy Limit) which has been calculated with a coverage factor value of 2 is ±2.88%RH between 18 and 28°C on the measuring range 
from 5 to 95%RH. Sensor drift is less than 1%RH/year.
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simpliCity anD stability

01. K38 controller with adjustable setpoints

02. K38 keypad : selection of the setpoint value

03. cPe 310-s tramsitter for measurement of the chamber

04. cPe 310-s keypad : configuration of the measurement trans-
mitter

05. blower

06. shsi thermo-hygro measuring probe for cPe 310-s

07. metallic mounting plate to magnetize the instruments

instrument DesCription

silicagel

Wet air 
pump

Dry air 
pump

Overpressure valve

Measuring chamber

Demineralised 
water

Power supply

MeasurementRegulation 4-20mA

230Vac

Hygrometry probe
for regulation

Ambient 
air

Ambient 
air

08. anti-overpressure calibrated leakage

09. measuring chamber with front opening

10. cable gland for probes

11. moinstening cartridge

12. drying cartridge

13. on/off key

14. Power supply

gh500 instrument is the key instrument to adjust and calibrate in ambient air your measuring instruments in hygrometry. easy-to-use, it 
will guarantee fast and stable hygrometry generations.
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transport Case

Slica-gel flask 
(250 g)

Location for 
accessories

Demineralised 
water flask 
(250 ml)

Flask n°2 for the 
transportation of 
the demineralised 
water (250 ml)

GH 500


