
Si-C320 多功能变送器
选型表

Si-C320 D Ø 50

型号 订购号 触控显示屏 无线接口 内含差压模块 内含继电器模块 4 通道模拟信号
输出

1 个 RS485 
接口

2 组智能探头
接口

1 个差压模块
接口 IP66

Si-C320-D 27940 - - -

Si-C320 27941 - - - -

Si-C320-D-W 27942 - -

Si-C320-W 27943 - - -

Si-C320-D-50 27944 - -50 ~ 50 Pa - -

Si-C320-D-250 27945 - -250 ~ 250 Pa - -

Si-C320-D-1000 27946 - -1000 ~ 1000 Pa - -

Si-C320-D-10000 27947 - -10,000 ~ 10,000 Pa - -

Si-C320-50 27948 - - -50 ~ 50 Pa - -

Si-C320-250 27949 - - -250 ~ 250 Pa - -

Si-C320-1000 27950 - - -1000 ~ 1000 Pa - -

Si-C320-10000 27951 - - -10,000 ~ 10,000 Pa - -

Si-C320-D-W-50 27952 -50 ~ 50 Pa - -

示例：

继电器模块
R: 含继电器模块
Ø: 不含继电器模块

ØØØØ

显示屏
D: 含显示屏
Ø: 不含显示屏

无线功能
W: 带无线模块接口
Ø: 不带无线模块接口

差压量程 (已选内置差压模块)
10000: ±10,000 Pa
1000: ±1,000 Pa
250: ±250 Pa
50: ±50 Pa
Ø: 不含差压模块
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型号 订购号 触控显示屏 无线接口 内含差压模块 内含继电器模块 4 通道模拟信号
输出

1 个 RS485 
接口

2 组智能探头
接口

1 个差压模块
接口 IP66

Si-C320-D-W-250 27953 -250 ~ 250 Pa - -

Si-C320-D-W-1000 27954 -1000 ~ 1000 Pa - -

Si-C320-D-W-10000 27955 -10,000 ~ 10,000 Pa - -

Si-C320-W-50 27956 - -50 ~ 50 Pa - -

Si-C320-W-250 27957 - -250 ~ 250 Pa - -

Si-C320-W-1000 27958 - -1000 ~ 1000 Pa - -

Si-C320-W-10000 27959 - -10,000 ~ 10,000 Pa - -

Si-C320-D-R 27960 - -

Si-C320-R 27961 - - -

Si-C320-D-W-R 27962 -

Si-C320-W-R 27963 - -

Si-C320-D-50-R 27964 - -50 ~ 50 Pa -

Si-C320-D-250-R 27965 - -250 ~ 250 Pa -

Si-C320-D-1000-R 27966 - -1000 ~ 1000 Pa -

Si-C320-D-10000-R 27967 - -10,000 ~ 10,000 Pa -

Si-C320-50-R 27968 - - -50 ~ 50 Pa -

Si-C320-250-R 27969 - - -250 ~ 250 Pa -

Si-C320-1000-R 27970 - - -1000 ~ 1000 Pa -

Si-C320-10000-R 27971 - - -10,000 ~ 10,000 Pa -

Si-C320-D-W-50-R 27972 -50 ~ 50 Pa -

Si-C320-D-W-250-R 27973 -250 ~ 250 Pa -

Si-C320-D-W-1000-R 27974 -1000 ~ 1000 Pa -

Si-C320-D-W-10000-R 27975 -10,000 ~ 10,000 Pa -

Si-C320-W-50-R 27976 - -50 ~ 50 Pa -

Si-C320-W-250-R 27977 - -250 ~ 250 Pa -

Si-C320-W-1000-R 27978 - -1000 ~ 1000 Pa -

Si-C320-W-10000-R 27979 - -10,000 ~ 10,000 Pa -


